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Indicative Perspective Sketches

PERSPECTIVE 01 PERSPECTIVE 02
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Planting Plan

Planting Plan

Legend

Trees Mixes Turf

Elaeocarpus reticulatus ‘Green Dream’

Tristaniopsis laurina ‘Lucious’

Brachychiton populneus

Lagerstroemia indica ‘Sioux’

Turf: Pennisetum clandestinum
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MIX 1TREES

Brachychiton populneus Elaeocarpus reticulatus 
‘Green Dream’The Kurrajong

Blueberry Ash

Bambusa textilis ’Gracilis’
Slender Bamboo

Planting Schedule

SYM Botanical Name Common Name
Mature 
Height

Spread Pot Size
Spacing 

/m2

BP Brachychiton populneus The Kurrajong 10m 3m 100L As shown 
ER Elaeocarpus reticulatus 'Green Dream' Blueberry Ash 5m 3m 100L As shown 
LI Lagerstroemia indica 'Sioux' Crepe Myrtle 4m 3m 100L As shown 
CF Corymbia ficifolia  'Little Sweetie' Dwarf Flowering Gum 4m 4m 100L As shown 

Bt Bambusa textilis  ’Gracilis’ Slender Bamboo 2-8m 1.5-2m 300mm 1

Pp Pandorea pandorana Wonga Wonga Vine 6m 1m 200mm 4
Tj Trachelospermum jasminoides Star Jasmine 5m 5m 200mm 3

MMiixx  33  --  SShhaaddee  TToolleerraanntt
Vh Viola hederacea Native Violet 0.1-0.2m 0.3-1m 140mm 5
Dr Dichondra repens Kidney Weed 0.2m 1-5m 150mm 8
Da Dichondra argentea  'Silver Falls' Silver Nickel Vine 0.1m 0.9-1.2m 150mm 8
Tx Thaumatophyllum xanadu Xanadu 1m 0.9-1.2m 150mm 4
Lmr Liriope muscari  'Just Right' Just Right 0.5m 0.5m 150mm 6
Oj Ophiopogon jaburan  ‘Vittatus’ Giant Lilyturf 0.6m 0.6m 150mm 6
Lma Liriope muscari  'Amethyst' Lilyturf 0.4m 0.4m 150mm 6
Ac Arthropodium cirratum New Zealand Rock Lily 0.85m 1m 150mm 4
Zf Zamia furfuracea Cardboard Palm 1m 1.5-2m 200mm 1
An Asplenium nidus Bird's Nest Fern 1.5m 1m 150mm 3
Zt Zoysia tenuifolia No Mow Grass 0.2m 1m 100mm 6
Bsl Blechnum  'Silver Lady' Silver Lady Fern 1m 1m 150mm 1

MMIIXX  44  --  FFuullll  SSuunn  PPllaanntteerrss
Lm Liriope muscari 'Just Right' Mondo Grass 0.5 0.5 150mm 4
Ll Lomandra longifolia 'Tanika' Mat-Rush 0.5 0.6 150mm 4
Af Anigozanthos flavidus  'Ruby Velvet' Kangaroo Paw 0.8m 0.3m 100mm 4
Cr Carpobrotus rossii Pig Face 0.15 0.4 100mm 6
Wf Westringia fruticosa Coastal Rosemary 0.3m 0.3m 150mm 4

HHEEDDGGEE  PPLLAANNTTIINNGG  11
Sa Syzygium australe  'Straight and Narrow' Straight and Narrow 5-8m 1.5 200mm 1m c/c

HEDGE PLANTING 2
Mp Murraya Paniculata Orange Jasmine 3m 1.5m 150mm 1m c/c

TTUURRFF
Pc Pennisetum clandestinum Kikuyu Turf N/A N/A N/A N/A

337700  PPEENNNNAANNTT  HHIILLLLSS  RROOAADD  PPLLAANNTTIINNGG  SSCCHHEEDDUULLEE  

TTRREEEESS

MMiixx  11  --  BBoouunnddaarryy  SSccrreeeenniinngg

MMiixx  22  --  WWaallll  CClliimmbbeerrss

Lagerstroemia indica 
‘Sioux’
Crepe Myrtle

Tristaniopsis laurina ‘Lucious’
Water Gum

Liriope muscari ‘Just Right’
Just Right

Ophiopogon jaburan 
‘Vittatus’
Giant Lilyturf

Liriope muscari ‘Amethyst’
Lilyturf

Arthropodium cirratum
New Zealand Rock Lily

Pandorea pandorana
Wonga Wonga Vine

MIX 2

Trachelospermum jasminoides
Star Jasmine

MIX 3

Viola hederacea
Native Violet

Dichondra repens
Kidney Weed

Dichondra argentea ‘Silver 
Falls’
Silver Nickel Vine

Thaumatophyllum xanadu
Xanadu

Zamia furfuracea Asplenium nidus
Cardboard Palm Bird’s Nest Fern

Zoysia tenuifolia
No Mow Grass

Blechnum ‘Silver Lady’
Silver Lady Fern

HEDGING 1

Syzygium australe 
‘Straight and Narrow’
Straight and Narrow

MIX 4

Liriope muscari ‘Just Right’ Carpobrotus rossii
Mondo Grass Pig Face

Westringia fruticosa
Coastal Rosemary

Lomandra longifolia ‘Tanika’
Mat-Rush

Anigozanthos flavidus 
‘Ruby Velvet’
Kangaroo Paw

TURF

Pennisetum clandestinum
Kikuyu Turf

HEDGING 2

Murraya paniculata 

Orange Jasmine
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Materials Precedent

Materials Precedents

Main Paver TableBarbecue 

Feature Paver Decomposed Granite

Bench with Back Rest

Bench with Back RestCube - Table/Seat Hardwood Chip Mulch - Dark Brown
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Typical Landscape Details

SUPPLY AND INSTALL TWO (2) 38 X 38 X 1800MM
HARDWOOD STAKES DRIVEN VERTICALLY INTO
SOIL A MINIMUM OF 500MM OT UNTIL FIRM. DO
NOT DRIVE STAKE THROUGH TOOTBALL

TREE ROOTBALL (MAX OF 150MM EXISTING SUBGRADE)

CULTICATE SUB-GRADE TO 100MM DEPTH.
ADD 100 GRAMS OF GYPSUM.

SUPPLY AND INSTALL 100MM DEPTH OF MULCH TO BASE OF
TREE

BACKFILL TREE PIT WITH SOIL AND SOIL CONDITIONER (AS
SUPPLIED BY ANL OR EQUIVALENT). INSTALL WATER
CRYSTALS AT MANUFACTURES RECOMMENDED
APPLICATION RATES.

SPADE EDGE TO TREE PIT

TURF PLANTING, REFER TO TYPICAL DETAIL

NOTE:
1. PLACE THE TREE FURTILISER TABLETS HALFWAY UP
THE SIDE OF THE TOOTBALL EDGE, BACK FILL AND
WATER IN.
2. TREES PLANTED IN GRASSED AREAS TO HAVE A 2M
DIA, MULCHED AREA AT BASE TREE.
3. ALL IMPORTED SOILS MUST MEET AS4419

NOTE:
1. PLACE THE TREE FURTILISER TABLETS HALFWAY UP
THE SIDE OF THE TOOTBALL EDGE, BACK FILL AND
WATER IN.
2. TREES PLANTED IN GRASSED AREAS TO HAVE A 2M
DIA, MULCHED AREA AT BASE TREE.
3. ALL IMPORTED SOILS MUST MEET AS4419

SUPPLY AND INSTALL TWO (2) 38 X 38 X 1800MM
HARDWOOD STAKES DRIVEN VERTICALLY INTO
SOIL A MINIMUM OF 500MM OR UNTIL FIRM. DO
NOT DRIVE STAKE THROUGH ROOTBALL

SUPPLY AND INSTALL 75MM DEPTH OF MULCH TO BASE OF
TREE

75MM GARDEN MULCH

TREE ROOTBALL (MAX OF 150MM EXISTING SUBGRADE)

CULTIVATE SUB-GRADE TO 100MM DEPTH.
ADD 100 GRAMS OF GYPSUM.

BACKFILL TREE PIT WITH SOIL AND SOIL CONDITIONER).
INSTALL WATER CRYSTALS AT MANUFACTURES
RECOMMENDED APPLICATION RATES.

CONTAINERISED PLANT

STAGGERED PATTERN TO DENSITIES ON
PLANT SCHEDULE

150MM PLANTS
- EXCAVATE HOLE 100MM DEEPER AND
WIDER THAN PLANT CONTAINER

MINIMUM OF 300MM OF SOIL MIX

PLACE 75MM THICK LAYER OF MULCH CLEAR
OF PLANT STEM AND TAPER TO EDGE

150MM POT SIZE

TREE REFER TO
PLANTING PLAN FOR
SPECIES SELECTION

150MM COARSE
WASHED SAND
WRAPPED IN
GEOFABRIC

TOPSOIL MIX 1

75MM ORGANIC MULCH (TAPER DOWN AT
BASE OF TREE)

QUATRO U BOWL
PLANTER

HARDWOOD STAKE - DO NOT
PENETRATE ROOTBALL  WITH
STAKE. STAKE TO PENETRATE
200MM MIN. INTO EXISTING
SUBGRADE

NYLON/HESSIAN TIE WITH
FIGURE EIGHT PATTEN
STAPLED TO STAKE

MASS PLANTING WHERE SHOWN IN PLAN
KEEP  MULCHING CLEAR OF PLANT STERN

CULTIVATED SUBGRADE 150MM DEPTH,
ADD SOIL CONDITIONERS AS SPECIFIED

45L CONTAINER TREE REFER TO
TREE PLANTING PLANS AND
PLANTING SCHEDULE

MINIMUM OF 300MM OF SOIL MIX

SOIL MIX 1

SOIL MIX 2

CONSOLIDATED ORGANIC MULCH, 75MM THICK

50MM AG LINE PLACED UNDER ROOT BALL
TO ALLOW FOR OXYGEN EXCHANGE

ENSURE THAT 50MM AG PIPE OPENING IS 100MM
ABOVE MULCH SURFACE ENDS TO REMAIN OPEN

AG LINE NOT TO BE USED FOR WATERING

VA
RI

ES

EJEJ

NEW TREE, REFER TO TREE PLANTING PLANS

GARDEN IS TO BE CROWNED IN CENTRE OF BED AND FALL
TO EACH SIDE AT THE CORRECT FINISH LEVEL 50MM BELOW TOP OF WALL

100MM DEEP PREMIUM ORGANIC MULCH

PREMIUM TOP SOIL AS SPECIFIED

CONCRETE RETAINING WALL

FALLFALL

WATER PROOF MEMBRANE
AS PER ARCHITECTS SPECIFICATIONS

ENSURE ADEQUATE SUBSOIL DRAINAGE
IS INSTALLED TO SUIT SITE SOIL CONDITIONS

HARDWOOD STAKE - DO NOT PENETRATE
ROOTBALL WITH STAKE.
STAKE TO PENETRATE 200MM MIN.
INTO EXISTING SUBGRADE

COMPACTED BASE COURSE
TO ENGINEERS DETAILS

COMPACTED SUBGRADE
EXISTING SUBGRADE

FILTER FABRIC OVER 100mm
DRAINAGE GRAVEL AS PER SPECIFICATION

FERTILISER AS SPECIFIED

ALL SERVICES TO ENTER PLANTER AT HIGH LEVEL
BELOW TOP OF MULCH

01 TREE PLANTING ON GRADE
SCALE 1:40@A3

03 TURF DETAIL
SCALE 1:20@A3

02 MASS PLANTING DETAIL
SCALE 1:40@A3

TURF, AS SPECIFIED

100MM DEPTH OF TOPSOIL FREE OF ROCKS
AND DEBRIS. RAKE SURFACE LEVEL

CULTIVATED TOPSOIL MINIMUM 150MM
INTO SUBGRADE

NOTES:

INSTALL SOIL MIX TO LEVELS AND GRADES TO DRAWINGS.

LEVEL SOIL MIX TO PROVIDE A SMOOTH EVEN SURFACE IN PREPARATION
FOR INSTALLATION OF MAXI ROLLS.

ENSURE A SMOOTH TRANSITION WHERE NEW TURF BUTTS UP TO EXISTING
FINISHED LEVELS

10
0

5 LITER PLANT

GRO-TUBE
- EXCAVATE 75MM DEEPER AND WIDER THAN
PLANT CONTAINER
5 LITER AND 150MM PLANTS
- EXCAVATE HOLES 100MM DEEPER AND
WIDER THAN PLANT CONTAINER

TOPSOIL MIXTURE 'TYPE A OR B' AS SPECIFIED

PLACE 100MM THICK LAYER OF LEAF MULCH.
ENSURE MULCH IS PLACED CLEAR OF PLANT
STEM AND TAPER TO EDGE

150MM POT SIZE

20
0-

30
0

75

50MM HESSIAN WEBBING TIES IN 'FIGURE OF 8' STAPLED TO STAKE

VIRO-TUBE PLANT
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Typical Landscape Details

02 PAVING DETAIL
SCALE 1:20@A3

01 DECOMPOSED GRANITE
SCALE 1:20@A3

04 STEEL EDGE
SCALE 1:20@A3

03 INDICATIVE BENCH FIXING DETAIL (SUB-SURFACE)
SCALE 1:40@A3

CONCRETE FOOTING TO MANUFACTURES
SPECIFICATION

COMPACTED DGB20 BASECOURSE

BACKED SEAT

REFER TO PLAN FOR ADJACENT SURFACE
DETAIL

75MM DECOMPOSED GRANITE
REFER TO SELECTION SCHEDULE.

BASE COURSE TO
ENGINEER'S DETAILS

75
10

0

COMPACTED SUBGRADE
TO ENGINEERS DETAILS

EXISTING SUBGRADE

GALVANISED STEEL EDGE (E4)
5MM X 150MM.
REFER TO SELECTION SCHEDULE.

REFER TO PLANS FOR ADJACENT
MATERIAL.

EXISTING SUBGRADE

REFER TO PLANS FOR ADJACENT
MATERIAL.

75MM DECOMPOSED GRANITE
REFER TO SELECTION SCHEDULE.

BASE COURSE TO
ENGINEER'S DETAILS

75
10

0

COMPACTED SUBGRADE
TO ENGINEERS DETAILS

EXISTING SUBGRADE

GALVANISED STEEL EDGE (E4)
5MM X 150MM.
REFER TO SELECTION SCHEDULE.

REFER TO PLANS FOR ADJACENT
MATERIAL.

EXISTING SUBGRADE

REFER TO PLANS FOR ADJACENT
MATERIAL.

COMPACTED BASE COURSE. REFER
TO ENGINEER'S DETAILS

COMPACTED SUBGRADE TO
ENGINEER DETAILS

PAVING. REFER TO PLAN AND
MATERIALS PALETTE

3-4MM SAND INFILL
BETWEEN PAVERS

25MM SAND BED TO ALLOW FOR FALLS

SCALE 1:20
2 TYPICAL CONCRETE PATH WITH GRANITE BANDING




